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L-900

PLANTING NOTES

TREE PLANTINGB4

NOTE:
REMOVE EXISTING NURSERY
STAKES BEFORE PLANTING.

SHRUB PLANTING

GROUNDCOVER PLANTINGE1

D4

SECTION

NEW OR EXISTING TREE

CONCRETE SIDEWALK

12"  ROOT BARRIER

ASPHALT

NEW OR EXISTING TREE

NATIVE MATERIAL BACKFILL

18"  ROOT BARRIER

CONCRETE CURB

BACKFILL - PREPARED PLANTING SOIL

BACKFILL - PREPARED PLANTING SOIL

NATIVE MATERIAL BACKFILL

LINEAR APPLICATION

ROOT BARRIERC1

12" DEPTH ROOT CONTROL BARRIER WHEN TREE IS PLACED WITHIN 5 FEET OF
SIDEWALK PAVING. 18" DEPTH WHEN TREE IS WITHIN 5 FEET OF ROADWAY CURB
AND GUTTER (ON ROADWAY SIDE ONLY). ROOT BARRIER PANELS ARE TO BE 20'
IN LENGTH CENTERED ON TREE TRUNK RUNNING PARALLEL TO PAVING AS
SHOWN. IF DISTANCE FROM CENTER OF TREE IS LESS THAN 10',  ADD PANELS
AROUND PERIMETER OF PLANTING BED.
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